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GFCI Quad Box Sets

GFCI plug and quad box set with circuit breaker 
built into the box for convenient overload 
protection.  Spring loaded covers protect each 
pair of receptacles on this impact resistant 
polymer box.  Good for indoor and outdoor use. 
12/3 SJTW cord comes in lengths between 2’ 
and 50’.

Approvals: cULus Certified

• Reset:  Manual
• Volts/Amps:  120V/15A
• Trip Level:  4-6mA

The inline GFCI version of our 14880 quad 
boxes, these units offer convenient safe power 
distribution for heavy power users.  GFCI has 
lighted power-on indicator.  Good for indoor 
and outdoor use. Units come in both 15A and 
20A versions and have 12/3 SJTW cord.

Approvals: cULus Certified

• Reset:  Manual
• Volts/Amps: 120V/15A (26020L models),   

    120V/20A (25080L models)
• Trip Level:  4-6mA

Part Number  Cord Length & Type
14880-2402 2’ 12/3 cord

14880-2406 6’ 12/3 cord

14880-2425 25’ 12/3 cord

14880-2450 50’ 12/3 cord

Part Number  Cord Length & Type
26020L-2406 6’ of 12/3 cord

26020L-2425  25’ of 12/3 cord

25080L-2406  6’ of 12/3 cord

25080L-2425 25’ of 12/3 cord

Custom cord sets are also available. Call us with your specifications.

14880 Quad Series

26020L & 25080L Quad Series Inline

GFCIs


